








MATERIAL SAFETY DATA SHEET W TIANNENG
VALVE-REGULATED LEAD ACID BATTERIE8

MAINTENANCE-FREE NON-SPILLABLE
biodegradabilty : No available.

SECTION13-DISPOSAL CONSIDERATIONS
Waste Disposal Method:

Spent batteries must be treated as hazardous waste and dlsposed of according to local state,and federal
regulations.A copy of this material safety data must be supplied to any scrap dealer or secondary smelter
withbattery. Put into dustbin, otherwise incineration, otherwise licensed landhll, or safe disposa l as required
by local, state, federal, international or country specific regulations.
Empty Container Warnings :
Empty containers may contain product residue, follow MSDS and label warnings even after they have been
emptied.

SECTION 14-TRANSPORTINFORMATION

GROUND-US DOT:

SEGTION 15-REGULATORY INFORMATION

EU regulation:According to regulation (EU)2023/1542,VRLA batteries should carry a crossed wheeled bi

Our non-spillable lead acid batteries meet all of the following requirements found at DOT 49 CFR 173.159(d)

·When olfered for transport, the batteries are protected against short cirouits and securely packaged as
equired by DOT 49 CFR 173.159(d)(1);
·The batteries and outer packaging are marked with the words "NONSPILLABLE" or “NONSPILLABLE
BATTER” as required by DOT 49 CFR173.159(d)(2);
·The batteries comply with the vibration and pressure dlferential tests found in DOT 49 CFR 173.159(d)(3).
AIRCRAFT-ICAO-IATA:
Our non-spllable lead acid batter ies also are excepted from the international hazardous materials (also
known as dangerous goods )regulations since they comply with the following requirements:

·According to the requirements of Packing Instruction 806 in IATA(International Air Transport Association )
DGR 67th Edi on and ICAO( Internalional Civl Aviation Organization ), there should not be any electrolyte
leakage after the vibration and pressure dfferential tests.
·And,Special Provision A67states Non-spllable batteries are not subject to these nstructions(Packing
Instruction 806 )If at the temperature of 55℃(131° F), the electrolyte wil not flow from a ruptured or
cracked case and there is no free liquid low and if, when packaged for transport the batteries are
protected from short circuit and unintentional activation.
VESSEL IMO-1MDG:
IMDG NOT REGULATED: Our non-spl l ahe bateries are excepted from the international hazardous
materals(also known as dangerous goods)regulations since they conform to the requirements ofIMDG

Code Special Provision 238, that is the batteries have passed the vibration and pressure differential

performance tests, and at a temperature ol 55℃, the electrolyte will not flow from a ruptured or cracked
case and there is no freeliquid fow and if, when packageforfransport the terminal are prolected from
short circuit.
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